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Transportation Scenario 1: Build Tactical
Complete Streets Improvements

Move bus stop closer to
the signalized crossing.

Move bus stop closer to the
signalized crossing, on the far
side of the intersection.

Potential Development Node

Move bus stop closer to
the signalized crossing.

Bus stop
configuration to be
further detailed
through the design
process.

Bus stop
configuration to be
further detailed
through the design
process.

Bus stop
configuration to be
further detailed
through the design
process.

Install yield and warning
signs in advance of crossing.

An RRFB may be appropriate
to improve driver yielding.

Potential Development Node

Install median islands where there
are no driveways to reduce
driving in the center turn lane.

Extend the curb to prevent parking by
the intersection and improve visibility.
These can be locations for green
stormwater infrastructure.

Install pedestrian refuge
island and high-visibility
crosswalk markings.

Move bus stop to the
farside of the intersection.

Bus stop
configuration to be
further detailed
through the design
process.

Move the curb in along Harvey
Road to slow traffic speeds.

Bus stop
configuration to be
further detailed
through the design
process. Where on-street parking is underutilized,

shift bicycle lane to be along the curb and
create a buffered bicycle lane.

Green conflict markings can be
provided where the bicycle lane
crosses driveways and streets.

Bus stop
configuration to be
further detailed
through the design
process. Bus stop

configuration to be
further detailed
through the design
process.

Bus stop configuration to
be further detailed through
the design process.
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Install street trees
consistently throughout
the corridor.

Where on-street parking is underutilized,
shift bicycle lane to be along the curb and
create a buffered bicycle lane.

Green conflict markings can be
provided where the bicycle lane
crosses driveways and streets.

Potential
Development Node

Eliminate second left turn lane.

Install pedestrian refuge island.

Maintain parking / queuing lane
where needed.

Potential Development Node

Potential
Development Node

Move bus stop closer to the signalized
crossing and move farside of intersection.

Move bus stop closer to
the signalized crossing.

Move bus stop closer to
the signalized crossing.

Install Transit Signal
Priority (TSP).

Bus stop
configuration to be
further detailed
through the design
process.

Move bus stop to farside
of intersection.

Install pedestrian scale
lighting and wayfinding
consistently throughout
the corridor.

If the lane configuration on the
Philadelphia Pike bridge over I-495
remains unchanged, consider a separate
bridge for pedestrians and bicyclists.

Shorten pedestrian crossings
by extending the curb.

Transportation Scenario 1: Build Tactical
Complete Streets Improvements

Bus stop
configuration to be
further detailed
through the design
process.

Bus stop
configuration to be
further detailed
through the design
process.

Bus stop
configuration to be
further detailed
through the design
process.

Bus stop
configuration to be
further detailed
through the design
process.

Bus stop
configuration to be
further detailed
through the design
process.

Bus stop
configuration to be
further detailed
through the design
process.

Bus stop
configuration to be
further detailed
through the design
process.
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