
 © 2024 Microsoft Corporation  © 2024 Maxar  ©CNES (2024) Distribution Airbus DS  Earthstar Geographics  SIO 

SCALE

0 100 200

H
a
r
v

e
y

 R
o

a
d

R
iv

e
rv

ie
w

 A
v
e
n
u
e

Cleveland Avenue

H
il
ls
id

e
 R

o
a
d

M
a
p
le
 L

a
n
e

W
 D

e
la

w
a
re
 A

v
e
n
u
e

Smyrna Av
enue

W
in

d
in

g
 L

a
n
e

US 13 (Philadelphia Pike)

R
o
ll
in

g
 R

o
a
d

M
o
u
n
t 

V
e
r
n
o
n
 D
r
iv

e

L
e
x
in

g
to

n
 D
r
iv

e

G
r
u
b
b
s
 R

o
a
d

G
r
u
b
b
s
 L

a
n
d
in

g
 R

o
a
d

D
e
la

w
a
r
e
 A

v
e
n
u
e

P
e
n
n
s
y
lv

a
n
ia
 A

v
e
n
u
e

P
r
in

c
e
to

n
 A

v
e
n
u
e

W Brandywine Ave

 © 2024 Microsoft Corporation  © 2024 Maxar  ©CNES (2024) Distribution Airbus DS  Earthstar Geographics  SIO 

Potential Development Node

Provide buffered bike lane as
part of extended road diet.

Green conflict markings can be
provided where the bicycle lane
crosses driveways and streets.

Transportation Scenario 2:
Extend Road Diet

Potential Development Node

Move bus stop closer to
the signalized crossing.

Move bus stop closer to the
signalized crossing, on the far
side of the intersection.

Move bus stop to the
farside of the intersection.

Tie into limits of
existing road diet.

Improvements through the
existing road diet section can
be consistent with
Transportation Scenario 1.

Bus stop
configuration to be
further detailed
through the design
process.

Bus stop
configuration to be
further detailed
through the design
process.

Bus stop
configuration to be
further detailed
through the design
process.

Move bus stop closer to
the signalized crossing.

Bus stop
configuration to be
further detailed
through the design
process.

Bus stop
configuration to be
further detailed
through the design
process.

Bus stop
configuration to be
further detailed
through the design
process.

Bus stop
configuration to be
further detailed
through the design
process.

Install median
islands where there
are no driveways to
reduce driving in
the center turn
lane.

Install median
islands where there
are no driveways to
reduce driving in
the center turn
lane.
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Transportation Scenario 2:
Extend Road Diet

Potential
Development Node

Potential Development Node

Tie into limits of
existing road diet.

Move bus stop to farside
of intersection.

Install pedestrian refuge island.

Move bus stop closer to
the signalized crossing.

Potential
Development Node

Move bus stop closer to the signalized
crossing and move farside of intersection.

Move bus stop closer to
the signalized crossing.

Improvements through the
existing road diet section can
be consistent with
Transportation Scenario 1.

Install street trees, pedestrian scale
lighting, and wayfinding consistently
throughout the corridor.

Reduce the number of lanes on the
bridge to incorporate bike lane and
create separation between vehicles
and pedestrians.

Provide buffered bike lane as
part of extended road diet.

Green conflict markings can be
provided where the bicycle lane
crosses driveways and streets.

Left turn access to and
from these driveways is
restricted.

Bus stop
configuration to be
further detailed
through the design
process.

Bus stop
configuration to be
further detailed
through the design
process.

Bus stop
configuration to be
further detailed
through the design
process.

Bus stop
configuration to be
further detailed
through the design
process.

Bus stop
configuration to be
further detailed
through the design
process.

Bus stop
configuration to be
further detailed
through the design
process.

Bus stop
configuration to be
further detailed
through the design
process.

Install median
islands where there
are no driveways to
reduce driving in
the center turn
lane.




